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When submitting measurement results, cf. Chapter A III B(1), annex 3.7 a standard noise report shall always be used. The report is available in versions applying to:

· Cargo-, passenger- and fishing vessels

· Conversions

The reports are available as files on Danish Maritime Authority (DMA) homepage:

Danish version:
www.sofartsstyrelsen.dk ( Syn af skibe mv / Støj i skibe
English version:
www.dma.dk ( Syn af skibe mv / Støj i skibe

The reports are designed for data entry in Microsoft Word 2000 and newer.

Procedure on data entry
Open Word and go to Functions ( Macro ( Safety

On the ”safety level tab”, mark ”low” – close Word and open the file.

When the file is opened, the cursor is located in the first marked field on page 1. Mark the relevant type of ship and continue entering data by using the tabulator key to move between the marked fields.

If no information is available, leave the marked fields blank.

Noise report applying to cargo-, passenger- and fishing vessels
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In the measurement scheme on page 6, enter data into this fields in accordance with the document header, see illustration below.

	Pos. No.

Accor-ding  to Ga plan
	Place of measurement
	Working area 

according to  Technical regulation

annex 1
	Maximum

dB(A)

according to  Technical regulation

annex 1
	Recom-mended dB(A)

according to  Technical regulation

annex 1
	Calculated value according to prediction

dB(A)
	Measured value

dB(A)
	Exceeding of maximum value
	Exceeding of  recom-mended value
	Frequency analysis executed and chart

enclosed

Mark with  X
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Mark a cross in the far right column if a frequency analysis has been made, otherwise leave it blank – then press the tabulator key, and the following pop-up menu occurs:


Click "Yes" if you want to continue entering measurement values. Then a new row will be inserted, and the values in the remaining fields will be calculated and inserted automatically.

If the measurement values take up more than one page, a new page will be inserted automatically, the document header and the row will be transferred to a new page, and at the same time the pages will be numbered automatically.

Click "No" if you do not want to continue entering measurement values. Then the values in the remaining fields will be calculated and inserted automatically, and the cursor will move to the marked field at the top of the next page.

Noise report applying to conversions

In the measurement scheme on page 6, enter data into this fields in accordance with the document header, see illustration below.

	Pos. No.

Accor-ding  to Ga plan
	Place of measurement
	Working area 

according to  Technical regulation

annex 1
	Maximum

dB(A)

according to  Technical regulation

annex 1
	Recom-mended dB(A)

according to  Technical regulation

annex 1
	Measured value before conversion

dB(A)
	Measured value 

after conversion 

dB(A)
	Improve- ment

dB(A)
	Worsening

dB(A)
	Frequency analysis executed and chart

enclosed

Mark with  X
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Then continue as described under noise report applying to cargo-, passenger- and fishing vessels.

The person responsible for the measurements must always sign the report personally. The name of this person must also be given in block letters.
In addition to submitting the report as “hard copy” duly signed, it can as a supplement be send electronically to following e-mail address: CFS@DMA.DK 
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